GENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL "JULL.ILE”
AT BOO-892~0123 OR 811 FOR FIELD LOCATIONS, BURIED ELECTRIC LINES,
TELEPHONE AND GAS FACILITIES., (48 HOUR NOTIFICATION [$ REGUIRED)

© THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY

COMPANIES AND THE CITY OF NAPERVILLE.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE
ON STATE PROPERTY WITHOUT WRITTEN PERMISSION FROM THE DEPARTMENT.

THE CONTRACTOR SHOULD BE AWARE THAT COMTRACT 6OR31 IS DIRECTLY

_ ADJACENT TC THIS CONTRACT AND WILL START WORK PRIOR TO THE

COMPLETION OF THIS CONTRACT, THE CONTRACTOR SHALL COORDINATE ALL
CONSTRUCTION ACYIVITIES WITH THE ADJACENT CONTRACT.

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED,THE ENGINEER
SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED. THE CONTRACTOR
SHALL CAREFULLY PRESERVE ALL PROPERTY MARKERS AND MONUMENTS UNTIL
THE OWNER, AN AUTHORIZED SURVEYOR OR AGENT HAS WITNESSED OR
OTHERWISE REFERENCED EACH LOCATION,

THE LOCATIONS OF EXISTING UTILITIES SHOWN ON THE PLANS ARE BASED ON
THE SUE AND BEST IMFORMATION AVAILABLE, BUT THEY ARE NOT GUARANTEED.
IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO ASCERTAIN THEIR EXACT
LOCATIONS FROM THE UTILITY COMPANIES AND BY FIELD INSPECTION.

THE CONTRACTOR SHALL CONTACT THE ARTERIAL TRAFFIC CONTROL SUPERVISOR
AT (847 TOS~4470 A MINIMUM OF 72 HOURS PRIOR TO BEGINNING ANY WORK,

NC WORK SHALL COMMENCE UNTIL TRAFFIC CONTROL REQUIREMENTS ARE MET.

DURING CONSTRUCTION OPERATIONS, WHENEVER LOOSE MATERIAL IS DEPOSITED
IN THE FLOW LINE OF GUTTERS, DRAINAGE STRUCTURES, DITCHES, ETC.. SUCH
THAT THE MATURAL FLOW LINE OF WATER IS OBSTRUCTED, THE LOOSE
MATERIAL SHALL BE REMOVED AT THE CLOSE OF EACH WORKING DAY. AT THE
CONCLUSION OF THE CONSTRUCTION OPERATIONS, ALL DRAINAGE STRUCTURES
AND FLOW LINES SHALL BE FREE FROM DIRT AND DEBRIS. THE CONTRACTORS
FATLURE T0Q PROVIDE THE ABOVE WILL PRECLUDE ANY POSSIBLE ADDED
COMPENSATION REQUESTED DUE TO DELAYS QR UNSUITABLE MATERIAL
CREATED AS A RESULT THERE OF.

COMMITMENTS

NONE.

THC WEEKS PRIOR TO PLACEMENT OF PERMANENT PAVEMENT MARKINGS THE ENGINEER
SHALL CONTACT DON CHIARUGI, AREA TRAFFIC FIELD ENGINEER, AT {847) 741-9857,

N

THE COST OF SAW CUTTING, #ULL DEPTH) SHALL BE INCLUDED IN THE UNIT
PRICES FOR THE VARIOUS REMOVAL PAY ITEMS, .

10,

THE CONTRACTGR SHALL TAKE CARE IN REMOVING OR EXCAVATING NEAR ALL
EXISTING ITEMS WHICH WILL REMAIN. ANY DAMAGE DONE TO EXISTING ITEMS
8Y THE CONTRACTOR SHALL BE REPAIRED AT THE CONTRACTOR'S EXPENSE.

THIS CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS, AS REQUIRED,. PRICR
TO COMMENCING WITH CONSTRUCTION. ANY COST ASSQCIATED WITH OBTAINING

THESE PERMITS SHALL BE CONSIDERED INCLUDEDR IN THE CONTRACT UNIT PRICE
FOR THE ITEMS BEING INSTALLED. '

POLLUTION CONTROL: THE CONTRACTOR SHALL BE REQUIRED TO COMPLY WITH
STATE REGULATIONS REGARDING AIR, WATER AND NOISE POLLUTION, THIS WORK
WILL NOT BE PAID FOR SEPARATELY AND SHALL BE CONSIDERED INCLUBED IN THE
COST OF THE CONTRACT.

THE CONYRACTOR IS RESPONSIBLE FOR MAINTAINING DRAINAGE THROUGHOUT THE
CONSTRUCTION OF THIS PROJECT, THIS WORK WILL NOT BE PAID FOR SEPARATELY
AND SHALL BE COMSIDERED INCLUDED IN THE COST OF THE CONTRACT.

19,

20,

1TEMS OCCUPYING NEWLY ACQUIRED PARCELS SHALL BE CLEARED BY OTHERS. THESE
ITEMS ARE NOT SHOWH ON THE PLANS, THE CONTRACTCOR IS TO CONFIRM wiTH THE
ENGINEER THAT THIS WORK HAS BEEN COMPLETED PRIOR TG STARTING ANY
OPERATION ON THE NEWLY ACQUIRED PARCEL,

THE CONTRACTOR'S ATTENTION IS CALLED TCO THE FACT THAT THE PRESERVATION
OF EXISTING TREES IS OF UTMOST IMPORTANCE TO THE CITY OF NAPERVILLE,
ALL TREE PROTECTION, TREE HEMOVAL, FRUNING AND ROOT PRUNING SHALL BE
COMPLETED BEFORE CONSTRUCTION OPERATIONS COMMENCE IN ANY AREA.

AT NO TIME SHALL THE CONTRACTOR PRUNE OR REMOVE ANY TREES

UMLESS SPECIFICALLY DIRECYED BY THE ENGINEER.

15,

iz,

FOR WORK OQUTSIDE THE LIMITS OF BRIDGE APPROACH PAVEMENT, ALL REFERENCES

IN THE HIGHWAY STANDARDS AND STANDARD SPECIFICATIONS FOR REINFORCEMENT,

DOWEL BARS AND TIE BARS IN PAVEMENT, SHOULDERS, CURB. GUTTER, COMBINATION
CURB AMD GUTTER AMD MEDIAN, AMD CHAIR SUPPORTS FOR CRC PAVEMENT, SEALL

BE EPOXY COATED, UNLESS NOTED ON THE PLAN.

FOR STORM SEWER CONSTRUCTED UNDER THE ROADWAY, BACKFTLLING METHODS TWO
AND THREE SPECIFIED UNDER THE PROVISIONS OF ARTICLE 550.07 OF THE
STANDARD SPECIFICATIONS WILL NOT BE ALLOWED.

21

THE CONTRACTOR SHALL TAKE EXTRA CARE IN GRADING AND EXCAVATING NEAR
TREES WHICH ARE NOT MARKED FOR REMOVAL S0 AS NOT YO CAUSE IMJURY TG THE
ROOT SYSTEM OR TRUNKS. MAJOR ROOTS OF A TREE THAT ARE TC REMAIN IN PLACE
EXTENDING INTQ THE EXCAVATION AREAS AT AN ELEVATION THAT WOULD INTERFERE
WITH ANY PORTION OF THE PLANNED CONSTRUCTION SHALL BE SEVERED AT A POINT
IMMEDIATELY OUTSIDE OF THE EXCAVATION AREA IN A MANNER THAY WILL CAUSE
THE LEAST AMOUNT OF SYSTEMIC DAMAGE TO THE REMAINING TREE STRUCTURE. ANY
DAMAGE DONE 0 EXISTING ITEMS BY THE CONTRACTOR SHALL BE REPAIRED BY THE
CONTRACTOR AT THE CONTRACTOR’S OWN EXPENSE,

22,

THE CONTRACTOR SHALL ERECT A TEMPORARY FENCE ARQUND all TREES WITHIN

THE CONSTRUCTION AREA TG ETABLISH A “TREE PRGTECTION ZONE" AND AROUND
EXISTING WETLANDS TO ESTABLISH A “WETLAND PROTECTION ZONE” BEFQRE ANY
WORK BEGINS OR ANY MATERIAL IS DELIVERED TC THE JOB SITE. NO WORK 15 7O BE
PERFORMED (OTHER THAN ROOY PRUNING), MATERIALS STOREDR OR VEHICLES DRIVEN

OR PARKED WITHIN THE "“TREE PROTECTION ZOWE"” AND "WLTLAND PROTECTION ZONE™,

REMOVE PROTECTIVE TEMPORARY FENCE ONLY AFTER ALL CONSTRUCTION WORK
HAS BEEN COMPLETED.

13

THE CONTRACTOR WILL BE REQUIRED VO RELOCATE OR REMOVE AND REPLACE
ALL ROAD SIGNS WHICH INTERFERE WITH CONSTRUCTION OPERATIONS AND TO
TEMPORARILY RESET ALL SUCH SIGNS DURING ALL STAGES OF CONSTRUCTION,
THIS WORK SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE FOR TRAFFIC -
CONTROL AND PROTECTION, (SPECIAL).

ALL WORK INVOLVING SIGNS SHALL BE GOVERANED BY THE FOLLOWING:

A, SIGNS SHALL NOT BE REMOVED UNTIL NECESSITATED BY THE PROGRESS
OF THE WORK.

B. EVERY SIGN REMOVED MUST BE RE-ERECTED AT A TEMPORARY LOCATION
[N A WORKMANLIKE MANNER ANMD VISIBLE TO THE TRAFFIC FOR WHICH
1T 15 INTENDED,

ALL SIGNS MUST BE MAINTAINED STRAIGHT AND CLEAM FOR THE
GURATION OF THE TEMPORARY SETTING.

C. ALL UNUSED SIGNS SHALL BE RETURNED TO THE ELGIN SION SHOF OR
ILLINOIS TOLLWAY'S SIGN SHOP AS DIRECTED BY THE ENGINEER.

23.

THE CONTRACTOR SHALL ATTACH AN ALUMINUM SIGN WITH THE FOLLOWING TEXT:
PROTECTED WETLAND - NO INTRUSION. THE SIGN(S) SHALL BE ATTACHED TO THE
STAKES BY A METHOD APPROVED BY THE ENGINEER, THE SIGNS) WILi BE
PROVIDED BY THE DEPARTMENT AND SHALL BE PICKED UP BY THE CONTRACTOR
FROM THE DISTRICT ONE ROADSIDE DEVELOPMENT ARCHITECT IN SCHAUMBURG,
ILLINOIS, SCHEDULING THE PICKUP OF THE SIGNS AN BE ARRANGED BY CONTACYING
THE DISTRICT ONE ROADSIDE DEVELOPMENT UNIT AT (847) T05-4171, WHEN WORK
HAS BEEN COMPLETED, THE SIGN SHALL BE RETURNED TO THE CISYRICT ONE
ROADSIDE DEVELOPMENT UNIT. THE COST OF PICKING UP, ATTACHING THE SIGNS
TO THE TEMPORARY FENCE STAKES AND RETURNING THE SIGNS WILL NOT BE PAID
FOR SEPARATELY, BUT SHALL BE INCLUGED IN THE CONTRACT UNIY PRICE FOR
TEMPORARY FENCE.

HOT-MiX ASPHALT MIXTURE REQUIREMENTS
MIXTURE TYPE AIR VOIDS
8 Ngps

PAVEMENT RESURFACING

POLYMERIZED WMA SURFACE COURSE, MIX “F7, NSO 4% & 90 Gyr.

(IL-9.8 mm); 27

LEVELING BINDER (MACHINE METHOD), N70 (IL-9.5mmYy 3/4° 4% e 70 Gyr.
HOT-MIX ASPHALT PAVEMENT (FULL DEPTH ), 10-14"

POLYMERIZED HMA SURFACE COURSE. MIX “F7, N9O 4% 2 9C Gyr.

-5 mm; 27

LEVELIRG 8INDER (MACHINE METHOD!), NT70 (IL-%.5mmy 3/47 4% 2 TG Gyr.

HMA BINDER COURSE, IL-19.0, N9O; 7-1/27 4% @ QQ.G}'F.
TEMPORARY PAVEMENT

HMA SURFACE CCOURSE, MIX “D¥, N590 (IL-3.5 mmy 2 a2 @ 50 Gyr.

HMA BINDER COURSE, IL-19.0, M5Q; 107 2% 50 oy,
TEMPORARY ACCESS (WINTERIZE)

HMA SURFACE CQURSE, MIX 7D, NSO {IL-9.5 mmh 2 j 4% @ 50 Gyr.
STABIUZED SUBBASE HOT-MIX ASPHALT, 2 127

STABILIZED SUBBASE HMA (GL~-iSmmi; 4-1/2" ] 34 & 50 Gyr.
STABILIZED SUBEBASE HOT-MIX ASPHALT, 4"

STABILIZED SUBBASE HMA (iL-19mm) 47 ! 3% & 50 Gy,
HOT-MIX ASPHALT SHOULDERS, 6"

HMa SURFACE COURSE, MIX D, NTC (IL-9.5 mm) 27 4% a 76 Gyr.

HMA BINDER COURSE, TL-13.0, NS0; & T @ 50 Gov.
CLASS D PATCHES TYPE Hi, 147

CLASS O PATCHES (HMA BINDER 1i-iSmm), 14% 4% @ 70 Gyr.
CLASS D PATCHES TYPE Hil, 15 (SPECIAL)

TMA SURFACE COURSE, MIX D, N70 (L-8.5 mmb 2" A% - 70 Gyr.

CLASS D PATCHES (HMA BINDER IL-1Smm), 137 A% @ T0 Gyr.
HOT-MIX ASPHALT STABILIZATION, 5*

HMA BINDER COURSE, IL-18.0, NSO; 5 % 44 & 80 Gvyr.
HOT-MIX ASPHALT PATH, 6"

HA SURFACE COURSE, MIX ~D*, NSO (IL-%.5 mmy 2 4% @ 50 Gyr.

HMA BINDER COURSE, 1L-19.0, N50; 4" 4% & 50 Gyr.
HOT-MIX ASPHALT PRESSURE RELIEF JOINT CLASS D1 PATCHES, 127

HMA SURFACE CCURSE, MIX “Dv, MN70 {IL-%.5 mm} 2 4% & 70 Gyr.

HMA BINDER COURSE, IL-19.0, N5G; 10¢ 47 & 50 Gyr.

112 LBS/5Q YD/IN.

HODRIFIED BY DISTRICT ONE SPECIAL PROVISIONS,

THE AC TYPE FOR POLYMERIZED MIXES SHALL BE "SBS / SBR PG 76-227
AND FOR NON POLYMERIZED HMA THE "AC TYPE™ SHALL BE "PG 64-22" UNLESS

FOR USE OF RECYCLED MATERIALS SEE DISTRICT ONE SPECIAL PROVISIONS,

THE UNIT WEIGHT USED TO CALCULATE ALL HMA SURFACE MIXTURE QUANTITIES IS

PCC TEMPORARY PAVEMENT SHALL CONSIST OF 127 OF CLASS PV CONCRETE MEETING
THE REQUIREMENTS OF ARTICLE 1020 OF THE STANDARD SPECIFICATIONS.
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